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SHEET

 OF 

DWG. NO.

SPECIFICATIONS :

EHG

MODEL

UNITS REQUIRED
NET OPENING

FINISH
: 
: 

: 
: EHG- 

MODEL - EHG

22 GA. GALV. COVER LINER
14 GA. GALV. COVER

NET OPENING

C-C ; HINGED CURB
NOT TO SCALE

ALL PARTS SHALL BE NEATLY FORMED AND FABRICATED WITH ALL JOINTS AND SEAMS 
COMPLETELY WELDED TO INSURE WATER TIGHTNESS. UNIT SHALL BE SUPPLIED 
COMPLETELY ASSEMBLED AND READY FOR INSTALLATION. 

NOT TO SCALE
B-B ; CENTER SPAN

TURN HANDLE

OPEN ARM
AUTOMATIC HOLD

NEOPRENE GASKET

12
"

4"

NOT TO SCALE
SECTION A-A

1" FIBERGLASS INSULATION

HOLD OPEN ARM

LATCH DEVICE

HANDLE

COMPRESSION SPRING

NEOPRENE GASKET

PLAN VIEW
NOT TO SCALE

OPERATOR

FULLY ENCLOSED
COMPRESSION SPRING

BRASS PIN
BUTT HINGE WITH

14 GA. GALV. CURB FRAME

N
ET

 O
PE

N
IN

G

NET OPENING

A A

B CCB

2 DR.

INSIDE LOCK HASP

1" RIGID INSULATION

1" RIGID INSULATION

INSIDE LOCK HASP

3
8"Ø LAG SCREW 
(TYP. ALL FOR CORNERS 12" OFF 
CENTER BY INSTALLER)

22 GA. GALV. COVER LINER

14 GA. GALV. COVER

1" FIBERGLASS INSULATION

INSIDE LOCK HASP

LATCH DEVICE

HANDLE

"T" HANDLE OUTSIDE

OUTSIDE LOCK HASP


